
Important: Risk of electrical shock.
This device should only be installed by qualified personnel.
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Model GLD-24
24 Volt AC Generator Detector / Low Voltage Generator Load Drop

Installation Instructions
The GLD-24 requires a 24 Volt AC input to power the device and sample the AC waveform to determine if incoming power is derivedfrom a generator or utility source. This voltage may 
come from any source within the electrical system as long as the input is within 18 to 30 volts AC. The GLD-24 comes preset to work with most generator and utility systems. However 
because there are always circumstances outside of normal, additional settings are available to accommodate most conditions. Please contact technical support for additional information.

Two form “C” Normally Open and Normally Closed contacts are provided for for control circuits up to 250 volts and 5 amps or less. The relays will be de-energized when utility voltage 
is present and will remain energized when generator voltage is detected. LED 1 will remain illuminated whenever relay 1 and 2 are energized.

A power outage must occur for the detection cycle to begin. Upon power up the GLD-24 will energize relay 1 and 2 and begin to analyze the AC sine wave to determine if the power is 
supplied by the generator or utility source. When utility power is detected LED 2 will illuminate and turn the relay off after a 2-3 minute delay. When generator power is detected LED 2 
will illuminate red and the relay will remain off. The GLD-24 will continue to analyze the AC power source until utility voltage is detected. After detecting utility voltage LED 2 will turn 
green, after a 2-3 minute delay the relay will turn off and LED 1 will go off indicating the relay is now off and the load restored. The GLD-24 will now enter sleep mode and will remain 
INACTIVE until the next power outage.

Typical Wiring Diagram

The GLD-24 comes preset to work with most 
generator and utility systems. However, because 
there are always circumstances outside of
normal, additional settings are available to 
accommodate most conditions. Please contact 
technical support for additional information.

Relay 1 and 2 may be used for any control purpose as long as
the voltage is 250 Volts AC or less and under 5 amps.


